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Summary

We performed a literature review and found that many equivalent circuit models of hysteresis motors in
use today are incorrect. The model by Miyairi and Kataoka (1965) is the correct one. We extended the
model by transforming it to quadrature coordinates, amenable to circuit or digital simulation.

“Hunting” is an oscillatory phenomenon often observed in hysteresis motors. While several works have
attempted to model the phenomenon with some partial success, we present a new complete model that
predicts hunting from first principles.



Chapter 1

Introduction to Hysteresis Motors and

their Modeling

1.1 Mode of Operation

Hysteresis motors were first described by Steinmetz
(1917). They are characterized by a solid rotor
composed of a material having a high degree of
magnetic hysteresis. The rotor shape is a cylinder
or disk. Alternating current, usually polyphase, is
applied to the surrounding stator coils.

All magnetic materials have some degree of hys-
teresis — the magnetization on a magnetic material
is less when an applied external field is increasing
than when it is decreasing. Consequently, the mag-
netization of a hysteretic material will lag behind
an external oscillating field. In an hysteretic ma-
terial, the magnetization will be retained after an
exterrnal magnetic field is completely removed. In
fact, the field has to be reversed to some extent be-
fore the magnetization returns to zero. See Fig. 1
for a plot of B vs H for a typical material.

Most ferromagnetic materials have some hystere-
sis, although it is often neglected for materials with
a low degree of hysteresis, such as soft iron. Some
materials, such as cobalt-steel alloys, have a high
degree of hysteresis and are suitable for rotors of
hysteresis motors.

In a hysteresis motor, the connections to the sta-
tor coil windings alternate in phase so that a ro-
tating field is generated around the rotor, similar,
in this way, to an induction motor.! The stator

!The synchronous mechanical angular speed of the stator

field creates poles on the rotor through magneti-
zation. These poles follow the rotating field, and
pull the rotor along. Without hysteresis (ignoring
induced eddy currents for the sake of argument),
the rotor would not move along with the poles —
the magnetization-demagnetization cycle is a re-
versible process: the energy required to increase
magnetization is cancelled by the energy released
from demagnetization.

But, with hysteresis, the magnetized region
‘wants’ to remain magnetized by following the ro-
tating stator field. The rotor material is effectively
pulled along by the poles. The maximum net work
available to undergo a magnetization cycle is pro-
portional to the area inside the appropriate closed
B-H hysteresis curve (Teare, 1940).2 Figure 2
shows the counter-clockwise traversal during a sin-
gle cycle. The figure also shows that a reversal in
direction will result in tracing another curve.

If the load torque is sufficiently low that the re-
quired work is less than or equal to the maximum
available work, then the rotor moves along with
its magnetized poles. The rotor rotational speed,

field is equal to 2wy /P where wy is the angular frequency
(base frequency) of the polyphase input and P is the num-
ber of stator poles. This is the physical “synchronous
speed” of the motor.
2The constant of proportionality depends purely on the
number of stator coil poles and internal physical dimen-
sions.



under steady-state conditions, is the same as the
rotating field’s, and the motor is said to be under
synchronous operation with rotational mechanical
speed equal to the synchronous speed (= 2wy/P).

If the load torque is sufficiently high that the
required work is greater than the maximum avail-
able work, then the rotor lags behind the magne-
tized poles and, hence, the rotor rotational speed
will be less than the synchronous speed. The poles
are, effectively, dragging the rotor along, but with
slippage.

Although the magnetized poles on the rotor
move along at the same rotational speed as the sta-
tor field, under ideal steady-state conditions, the
poles lag behind the stator field by some fixed an-
gle 0 that increases with load torque. At zero load
torque, the lag angle is zero. At the maximum load
torque before dropping below synchronous condi-
tions, it equals some maximum value &,,q,. How-
ever, the actual value of the angle depends on the
past history of the field due to hysteresis: the size
and shape of the B-H hysteresis curve changes de-
pending on its previous path.

The power rating of the motor is usually selected
to be sufficiently high that no slip occurs under
steady expected operating conditions. (Slip is de-
fined as the difference between the rotor speed and
the synchronous speed divided by the synchronous
speed.) However, slip occurs during initial startup,
before the synchronous speed is reached. During
this period, constant torque is exerted by the mo-
tor (ignoring torque due to eddy currents).

At subsynchronous speeds, induced eddy cur-
rents in the rotor are a significant contribution to
the torque in addition to that from hysteresis. At
the synchronous speed under steady-state, there
are no eddy currents, because there is no relative
motion between the rotor and stator field. Above
synchronous speeds, the eddy currents (together
with the movement of the magnetized poles) cause
the motor to act as an induction generator. Non-
steady conditions, including oscillations about the
synchronous speed will also induce eddy currents.

1.2 Hunting Phenomena

The preceding discussion mostly assumes steady-
state or quasi-steady state speed conditions. As
we shall see, in reality, oscillatory conditions may
occur which decay very slowly to steady-state. Os-
cillations about the synchronous speed, in particu-
lar, are not uncommon. This phenomena is called
hunting, or flutter.

The observed period of these oscillations is on
the order of 1 s, with values between 1-4 s reported
in the literature. The root cause of these oscilla-
tions is the oscillation of the angle § about its equi-
librium value, where ¢ is the angle that the mag-
netized poles lag behind the rotating stator field.
The apparent magnetic inductances of the rotor
also contribute to the oscillations.

The oscillations are system resonances that can
be excited by perturbations such as changes or dis-
tortions in the electrical power supply, or sudden
or cyclic changes in the mechanical load. (e.g., un-
even bearing friction).

As observed in the literature, hunting oscilla-
tions in actual motors often do not decay, or de-
cay very slowly. Although some progress has been
made in understanding hunting, we believe our
study is the first to give a complete model of this
phenomenon.

1.3 Advantages and Disadvan-
tages of Hysteresis Motors

Some of the advantages of hysteresis motors are:

e smooth, vibration-free operation,
e low noise,

e steady-state speed is directly controlled by the
electrical input frequency,

e positive starting (non-zero torque at rest),
e no preferential orientation,
e constant torque,

e moderate current draw during startup,



e low noise.
Their disadvantages are:

e low efficiency,
e low power,

e hunting phenomenon.

1.4 Types of Hysteresis Motors

There are two main classes of hysteresis motors:
cylindrical and disk.

Cylindrical hysteresis motors have a cylindrical
rotor that is either wholly made of hysteretic ma-
terial or can have an inner core of non-hysteretic
material, e.g., part of the shaft unit (Fig. 3). The
rotor is surrounded by the stator, with the rotor-
stator air gap between the outer radial surface of
the cylinder and inner surface of the stator.

Disk hysteresis motors have rotors shaped as an
annular ring (Figs. 4 and 5). The air gap is be-
tween a flat side of the ring and the stator. The
ring is often attached to a disk-shaped support cen-
trally connected to a perpendicular shaft.

For the sake of analysis, two end classes of disk
hysteresis motors have been recognized (Ishikawa
and Kataoka, 1981).

A circumferential-field hysteresis motor has a
ring support that is made of of a non-magnetic ma-
terial whose magnetic permeability is assumed to
be zero. The magnetic field lines in the rotor will
be mostly circumferential to the ring, hence the
name.

An axial-field hysteresis motor has ring support
made of a magnetic material with an effectively in-
finite magnetic permeability. If the disk is thin, the
field lines in the rotor will be axial to the disk (be-
fore passing through the support material), leading
to the name of this motor.

1.5 Previous Work

1.5.1 Equivalent Circuits

Copeland and Slemon (1963) presented an analyt-
ical study of hysteresis motors and introduced the
idea of using the fundamental harmonic response
of the rotor material in reponse to the magnetiz-
ing field. They presented a conceptual equivalent
circuit using a nonlinear hysteretic element.

Miyairi and T. Kataoka (1965) introduced the
idea of a elliptical hysteresis curves and gave an
equivalent circuit for the axial motor. Ishikawa and
Kataoka (1981) extended this work to disk motors.
These papers were notable in that results were de-
rived from first principles.

Another series of papers presented or used a dif-
ferent set of equivalent circuits: O’Kelly (1971),
Rahman (1971), Rahman and Osheiba (1990). It
appears that analogies to induction or more tra-
ditional synchronous motors were presumed, and
no derivation from first principles was given. We
believe that the dynamic equations and equiva-
lent circuits used in these papers are not correct.
The papers of O.M.A. Badeeb (2005), Darabi et
al. (2007a), and Darabi et al. (2007b) also use the
same set of equations. Surprisingly, these papers
refer to Miyairi and Kataoka (1965) or Ishikawa
and Kataoka (1981) as their source although their
equations are not the same.

Hysteresis motors are different from induction
motors in that they exert a constant torque dur-
ing startup (neglecting eddy effects) instead of a
torque proportional to the slip. The poles on the
rotor of a hysteresis motor are always moving along
with rotating stator field (except for oscillations in
the lag angle), whereas the poles on an induction
motor are always moving at a speed different from
the stator field. This means that the back-EMF
characteristics of the two types of motors are not
the same.

Hysteresis motors are also different from other
synchronous motors in the non-linear response of
the rotor field. The stator and rotor fields can-



not be treated separately and then added by linear
superposition. This means that the stator and ro-
tor inductive properties must be treated as a single
unit. It follows from Miyairi and Kataoka (1965),
that the effect of back-EMF from the rotor during
synchronous conditions must be incorporated as
part of the self-inductance of the rotor-stator sys-
tem.> Any additional back-EMF above this base-
line occurs only under slip conditions.

1.5.2 Hunting Phenomenon

Clurman (1971) investigated the phenomenon of
hunting from a system viewpoint using a second
order model for the oscillations. A first-principles
model was not given.

Ideally, the equivalent circuit equations should
be coupled to the mechanical equations of motion
of the motor to predict hunting from a fundamen-
tal and mechanistic viewpoint. It was realized that
hunting oscillations cannot be predicted without
considering the lag angle as a dynamic degree of
freedom. Ishikawa and Kataoka (1985) presented
a linearized set of equations that introduced the
lag angle as a time dependent variable in its own
right and showed that hunting oscillations may be
predicted by this method. Truong (2004) also con-
sidered the lag angle as a dynamic degree of free-
dom. The apparent rotor currents were considered
to be constant. Darabi et al. (2007b) were the first
to combine the (albeit erroneous) equivalent cir-
cuit equations with a lag angle equation of motion.
However, all of these works presume that the oscil-
lations are about a pre-computed steady state lag
angle obtained from other calculations.

In this report, we propose a set of equations
that automatically and continuously computes the
steady state point consistent with the instanta-
neous current torque and load, in a natural way

3Under synchronous conditions the magnetic field is inde-
pendent of the synchronous speed since the poles are fixed
on the rotor and rotate with the same speed as the stator
field. Thus, a baseline self-inductance can be defined that
is independent of the synchronous speed.

without substantially introducing any new equa-
tions. We believe that our work is the first to
present such a method.

1.6 Contributions of this Report

The original contribution of this report are:

1. Confirm the equivalent circuit equations from
Miyairi and Kataoka.

2. Derive the correct equivalent circuit equations
in the stationary and rotating dqO reference
frames.

3. Present a model that combines the correct
equivalent circuit equations with an equation
for the lag angle that correctly and dynam-
ically accounts for the steady-state due to
changes in the torque output and motor load.



Chapter 2

Governing Equations and Equivalent

Circuits

2.1 The Electrical Subsystem

This section describes the equivalent circuits for
the stator and rotor electrical systems of a hys-
teresis motor based on the papers by Miyairi and
Kataoka (1965, 1966), and Ishikawa and Kataoka
(1981).

A balanced single-frequency, three-phase input
is assumed for the motor, with voltages:!

va(t) = V, cos(wpt),

vp(t) = V, cos(wpt — 2m/3), (2.1)
ve(t) = V, cos(wpt + 27/3),
and current with phase shift 172
iq(t) = I, cos(wpt + 1),
ip(t) = I, cos(wpt — 27/3 + 1), (2.2)

ic(t) = I, cos(wpt + 2 /3 + 1),

Another important assumption made in the pa-
pers is that the B-H hysteresis curve of the rotor
material can be approximated by a rotated ellipse:

B = By, cos(f — 0),

Bm
H= e cos(f), (2.3)

IThe base frequency wy is the actual frequency at the input
bus of the motor and does not depend on the number of
poles.

2The phase shift 1 depends on the frequency as well as
motor operating conditions.

where 6 is a parametric variable, u > 0 is an “ap-
parent permeability”, and ¢§ is the angle by which
the B-field lags the H-field, which, in this case, is
rotating and is generated by the stator coils.?

The elliptic hysteresis curve assumption can be
understood as representing the lowest angular har-
monic of B within the rotor in response to the ro-
tating sinusoidal H field. Higher order harmonics
of B are neglected.

A traversal of the hysteresis curve lies on the
ellipse only if the cycling is around the ellipse in
the counter-clockwise motion, without any change
in direction. Reversals in direction lead to move-
ment between ellipses (see Fig. 9) and consequent
changes in lag angle 6. (Despite the figure, § always
changes continuously.)

We also note that the hysteresis curve for all
points on the rotor is characterized by a single
value of 4. This is consistent only if one presumes
the first harmonic sinusoidal assumption discussed
earlier.

2.1.1 Transformation of Variables

The equivalent circuits derived in the mentioned
papers are in the form of three circuits, one for each

3For a non-hysteretic, linear material, we have B = puH
where the permeability p depends on the material. For a
hysteretic material B is a nonlinear multi-valued function
of H whose form depends on the material’s past history.



of the three phases. They are coupled by mutual
inductances between each pair of phases that arise
from leakage inductances between stator coils.

Although this coupling is not a problem for a
digital simulation, it complicates implementation
into circuit simulation programs, such as SPICE.

The transformation to what is known as dq0 co-
ordinates will be seen to decouple the mutual in-
ductances. Another advantage is the resulting re-
duction of the number of solution variables from
six to four.

We will use the subscript s to denote stator
quantities and r to denote rotor quantities.

The 3-phase electrical inputs to the stator coils
of the motor are the voltages (vgs,Ups,Vcs) and cur-
rents (igs,ips,ics). The dg0 variables are related to
these variables through the linear transformation:

Vds 1 [ Vq
Vgs = TO Uy , (24)
Vos | | Uc
Uds 1 [ lq
igs | =To | @ |, (2.5)
0s | | ¢
where the matrix Ty, is defined as
1 1
T, =~ 0 —¥ X2 2.6
o 3 1 j i ( )
V2 V2 V2
The inverse matrix is
1
1 ?[ 7
_ 1 3 1
T,'=| —3 =% 5 (2.7)
_1 V3 1L
2 2 2

It can be shown that balanced inputs (i.e., of
the form of (2.1) and (2.2)) upon transformation
to dq0 variables, have zero voltages and currents
for the 0 variables:

iOs = Vps = 0, (2.8)

(2.9)

and, therefore, these variables can be ignored.

The above transformation is in the frame of the
stator coils and is considered to be in the station-
ary frame. Another possibility is to use the ro-
tating frame which moves along with the rotating
stator field. The rotating frame is not convenient
for implementing into circuit simulation programs
because the transformation matrix depends on the
angle of field rotation. However, it is convenient
for digital simulation because the input currents
and voltages are transformed to constants. See
Sec. 4.3.1 for details.

ior = vor = 0,

2.1.2 Electrical Circuit Equations

As derived in Sec. 4.1, the equations for the stator-
rotor electrical system in the dq0 stationary refer-
ence frame are

dds
vas = Ryigs + d—j, (2.10)
dAgs
Vgs = Ryigs + df : (2.11)
dar
0 = vgr = Ryigy + d: : (2.12)
dgr
0= vgr = Ryigr + d—z. (2.13)

The “flux linkages” are given by

Ads = (Lm + Lls)ids + Lmidra (
Ags = (L + Lis)igs + Limigr, (2.15

Adr = (L + Lpy)igr + Linigs, (
Agr = (L + Ly )igr + Linigs.
The quantity L;s is the leakage inductance be-
tween stator coils. L, is a form of apparent mu-
tual inductance at the air gap between the stator

and rotor, and Ly, is an apparent inductance due
to rotor hysteresis. R, is the stator coil resistance,

and R, is the apparent rotor resistance given by
R, = HarmonicAverage{ R}, R./s}
1

~ 1/Rn+s/R. (2.18)



where Ry, is the contribution from hysteresis, R, is
eddy current resistance, and s = (w, —wp) /wp, is the
motor slip. Here, w, is the rotor electric angular
speed.*

The above equations can be rewritten in matrix
notation as

d
Vg = <R + L1%> Iyq, (2.19)
where
Vds Ids
Vg = | e I, = | ‘e (2.20)
q — 0 ’ q — idr ) .
0 igr
Rs; 0 0 O
. 0 Rs, 0 O
R= 0O 0 R 0 |’ (2.21)
0 0 0 R,
L, 0 L,
_ Ls 0 Lp
L= L. 0 L 0 (2.22)
0O L, 0 L,
Here, we used the short-hand notation:
Ly=1L,, + L, L.= L, + Ly,. (2.23)

2.1.3 Equivalent Circuits for the Elec-
trical System

Fig. 6 shows the electrical circuits whose governing
equations are (2.10)-(2.13). The voltages and cur-
rents are in the dq coordinates. The inputs in the
original abc system are transformed using (2.6) and
(2.7). Each circuit consists of LR loops connected
by a common mutual inductor.

4Note that w, is not the mechanical rotor speed, which we
call w, but is related by w, = Pw/2, where P = no. of
stator poles.

2.2 The Mechanical Motor Sys-
tem

2.2.1 Output Torque

The output torque of the motor is given by

3 P .
T, = <§> <§> Ly, 141, siné.

The magnitudes of the rotor and gap currents are

(2.24)

defined by
I = \Ji3, +i2,, (2.25)
Iy = /i3, + 12, (2.26)

The “air gap currents” are defined as the sum of
the respective stator and rotor currents:

(2.27)
(2.28)

ldg = tds + tdrs
lgg = lgs + lgr-
2.2.2 Equation of Mechanical Motion

The equation of motion for the rotor electric angu-
lar velocity w, is

J. (3> L

2.2
P) dt (2:29)

where J is the total moment of inertia, which in-
cludes the rotor moment of inertia. The variable
wp is the electric angular frequency of the rotating
stator field, which equals the “synchronous speed”.
It is equal to the angular frequency of the motor
input, and is the same frequency as in (2.1)-(2.2).

The load torque 77, is some function of the true,
or mechanical, angular rotor velocity w (=Pw,/2),
and includes damping terms.

The lag angle § obeys the equation:

dd 2
I <f> (wp — wy), (2.30)
subject to the condition:
18] < Grma- (2.31)

If |§] > Omax during solution of (2.30), then § is
reset to Opaz if 0 > 0, and —d,,,4, if 6 < 0.



2.2.3 Analog Circuit

Equation (2.29) for w, can be implemented using
an LC circuit (see Fig. 7). To solve (2.29), we can
use an inductor circuit with unit inductance con-
nected to a controlled-voltage source whose output
is equal to the RHS of the equation.

Another possibility for (2.29) is to use an opamp
integrator whose input is a voltage source equal to
the RHS and outputs §. To avoid accumulation
errors, the opamp integrator will have to be peri-
odically restarted.

2.3 Impedance Coupling

Because the input voltages and currents to the mo-
tor must be transformed by the dg0 matrix trans-
formation, appropriate buffers must be used to en-
sure that the input impedances of the motor stator
are correct. There are two possible approaches to
attain this object. The first is to use a voltage
buffer with virtually-infinite input impedance, and
as converter a modulated current source. Fig. 8
shows this approach. Another approach is to use a
current buffer and a modulated voltage drop.

Fig. 8 also shows voltage buffers used to avoid
undesired voltage drops due to their use as input
to he inverse transformation circuit subsystem.



Chapter 3

Expressions for Circuit Component

Parameters

3.1 Stator Coil Properties

Stator Coil Resistance

The resistance R is the total (DC) resistance of
the stator coils for a single phase. In the labora-
tory, it can be easily measured directly by using
an ohm-meter. An expression for R, is given by
Darabi et al. (2007a) in terms of the number of
windings and wire gauge.! Table II in their paper
has typical motor dimensions that can be substi-
tuted into their expression.

Stator Coil Leakage Inductance

Darabi et al. (2007a) give an expression for the
leakage reactance X of the stator coils. The de-
sired leakage inductance L,, expressed in terms of
X is?

=

Lis (31)

Again, Table II of their paper has typical motor
dimensions that can be substituted into their ex-
pression.

"Warning: Darabi et al. use mixed units for length, leading
to various powers of 10 appearing in their expressions.

2Note: The expression for X; will be seen to have a factor
of wp, which cancels the denominator, leaving L;s to be
independent of wy.
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3.2 Rotor Material Ellipse Pa-
rameters

The parameters By, i, and d,,,; define the maxi-
mal area hysteresis ellipse:

H = (B,,/1)cosb, (3.2)

B = By, cos(0 — dmaz)- (3.3)

These parameters depend on the past history, es-
pecially the largest peak value H,,, (=B,,/u) of the
field experienced by the rotor in the past.

Experimentally, the parameters can be esti-
mated by applying a sinusoidally-varying field to
the rotor material sample:

H(t) = Hy, coswt, (3.4)
where we have set § = wt. We then find the lowest
harmonic in the measured resulting waveform for
B, in the form:

B(t) = By, cos(wt — dmaz), (3.5)
and fit for B,, and d,,,.- The above is done for
different values of H,,. Typically, ,,4, ranges from
30 to 50 degrees.

Darabi et al. (2007a) expands (3.3) in the form:

B = ajcosf+ by sinb, (3.6)



where we see that

a1 = By, €08 0pmaz, b1 = B sindmas. (3.7)

In Fig. 4 of their paper, Darabi et al. (2007a)
have plotted a; versus peak H,, (= H)p in their
notation) for their particular rotor material. In
Fig. 3 of their paper, they plot the area Ej in the
ellipse versus peak H,,. The parameter b; is related
to Ej through
_ b
=T
The maximum lag angle can be found through

b1 (3.8)

Smaz = tan" (b /ay) , (3.9)
and the permeability by
w= Bn/Hp , (3.10)
where
B, = a1/ 08 Omaz - (3.11)

We found that p for their material does not vary
much with H,,, and has a value around 0.001.

3.3 Cylindrical Motor

The rotor core which supports the hysteretic ring
is assumed to be of a non-magnetic material with
zero permeability.

Rotor Gap Inductance:

2mK2 N2 porgl
L, = 8w Ywholg™h (3.12)
p2l,
where
m  the number of phases,
D the number of pole pairs (= P/2),
K, winding coefficient,
N, no. of stator windings per phase,
Ty mean radius of air gap,
14 axial thickness of rotor,
ly  air gap width.
Rotor Equivalent Resistance for Hysteresis:
K2NZ2V,
Ry, = wy e wrl i g, (3.13)
w22
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where r, is the mean radius of the hysteretic ring
on the rotor and V, = 27r,.t.f is the volume of
the rotor cylinder. Note that Ry is proportional to
sind and can be negative.

Rotor Hysteresis Inductance:

mK2N2V,.1
Ly, = ;277;2” cos 0. (3.14)
3.4 Axial-Field Disk Motor
Rotor Gap Inductance:
2mK2 N2 porol
Ly, = wowro r. 3.15
mn mpAly, (3.15)
where
r mean radius of rotor ring,
14 =To—Ti,
r, outer radius of ring,
r;  inner radius of ring.
Rotor Equivalent Resistance for Hysteresis:
mEINZVop o
Rh = WbTZt% no. (316)
Rotor Hysteresis Inductance:
LA (3.17)
=——>" cos .
hr 7T2p2tg 9
where
V, volume of rotor ring (= 27r,lt,),
t,  thickness of rotor ring.
3.5 Circumferential-Field Disk
Motor
Rotor Gap Inductance:
2mK2 N2 porol
Ly, = R 3.18
m 7Tp2€g 0 ( )
where (2 2)sin s
_ (Bf +4B5)sin
= . 3.19
o 16k2k2 3 (3.19)



Rotor Equivalent Resistance for Hysteresis:

K2ZNZV,
Ry, = wpmww o sins. (3.20)
o2
Rotor Hysteresis Inductance:
mK2N2V,.1
Ly = —25—5——a cosd, (3.21)
T2
where
2 4 2
a, = Fr + 45 , (3.22)
k‘Q(Sﬁl — 16ﬂ2 cot 5)
kv =rr/rm, ka=1/2r,, (3.23)
Tm = Pr/ 1gtr ] Lo, (3.24)

EH(1 4 ko)* + 2k2(1 4 ko)% cos § + 1
k(1 — ko)* + 2k2(1 — ko)2cosd + 1
(3.25)

b

i {

2

2 2
tan ™! {M + cot 5}
sin
— tan_l{

k2 (1 — ko)?
sin §
To avoid division by zero in some of the above ex-
pressions when § = 0, one could use the approxi-
mation:

+ cot 5} . (3.26)

1
k3(1 — k2)? + cos d
B 1
k3 (1 + ko)2 + cos d

52%[

sin

(3.27)

(which holds for § ~ 0), although in numerical
simulations the use of the C++/C/Fortran atan2
function in Eq. (3.26) makes this approximation
unnecessary.
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3.6 Effect of Eddy Currents

Rahman and Qin (1997) give the following expres-
sion for R, for a cylindrical motor:

~ 12p
“ 1044,

(3.28)

where p is specific resistivity and Ay, is the cross-
sectional area of the ring. This expression is also
used by others. We have not been able to find a
source for this expression.3

Miyairi and Kataoka (1966) derived an expres-
sion from first principles for circumferential-flux
motors. The derivation is detailed in Appendix A.
The expression is complex and we direct the reader
to the original reference.?

There have been no papers published on the
eddy current expression for disk motors. Since
a circumferential-flux motor is similar to the
circumferential-flux disk motor (Ishikawa and
Kataoka 1981), the same expression for the eddy
resistance can be used, with some minor modifica-
tions.

3Dimensionally, the expression is sound, and some form of
it could be used although the numerical factors that are in
the reference are puzzling. A partial explanation may be
that £ and Aj are in mm and mm?, respectively.

4The first expression for the eddy resistance in paper is for
a different circuit topology than the one used in the report.
The authors, then, derive the resistance for the same circuit
used here.



Chapter 4

Derivation of Equations and Equivalent

Circuits

4.1 Motor Electrical Circuit

Equations

Under the assumption of balanced inputs, Miyairi
and Kataoka (1965) have derived the governing
equations for the cylindrical hysteresis motor (see
Sec. A.1 of Appendix A). Ishikawa and T. Kataoka
(1981) derived equations for the disk hysteresis mo-
tor. The equations have the same form for both
motor types:

Vas = Riias + %, (4.1)
s = Ruips + d;?s’ (4.2)
dAcs
Ves = Rglics + TR
0 = Vap = Ryiay + %, (4.3)
0 = vy = Ryipy + d;:’", (4.4)
dAer
0= vy = Rricy + —2 (4.5)

Note that there is one equation for each phase:
a,b,c.

Mutual inductances between the stator coils
were neglected in their papers. The flux linkages
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are

Mas = Litias + Lin(ias + iar), (4.6
Nos = Livips + Lo (ips + i), (4.7
Mes = Livics + Lin(ics + ier), (4.8)
Aar = Liviar + Lin(ias + iar), (4.9)
Nor = Lipipy + L (ips + iby), (4.10)
Aer = Lipicr + L (ics + icr). (4.11)

)

(4.12

Here, L;; are the stator coil inductances due to
leakage.

We can include mutual inductances between the
stator coils by modifying the flux linkages to be:

)\as = Lllias + Lm(ias + Z.ar) - Lms(ibs + ics)a

(4.13)
/\bs = Lllibs + Lm(ibs + ibr) - Lms (ias + ics)a

(4.14)
)\cs = Lllics + Lm (ics + Z.cr) - Lms (ias + 2‘bs)a

(4.15)

where L,,s is the stator mutual inductance. The
flux linkages for the rotor are unchanged.

In vector form, the electrical circuit equations



are
b b d)\abc
v = Ry + d—i’ (4.16)
dAabc
v = R 4+ = (4.17)
AC = L4 4 Lpid™, (4.18)
ADE = (Lpy + Ly )i%% + 3%, (4.19)
Lll + Lm _Lms _Lms
L(slbc = _Lms Lll + Lm _Lms )
_Lms _Lms Lll + Lm
(4.20)
Vas 1 Var
v =y |, v®=| w, |, (4.21)
Ves | Ver
las 1 Lar
i(slbc = Ubs ) i?bc = Upr (422)
les | Loy

4.2 Equations in the Stationary
Frame
4.2.1 Transformation to dq0 Variables

The voltages and currents are transformed by the
dq0 transformation:

v¥0 = T 0% %0 = T b (4.23)
i1 = Tyil%, 0 = T,igte, (4.24)
J Uds J Vdr
0 _— 0_
Vil = vgs |, vl = vgr | (4.25)
Vos | Vor
J Uds J idr
.dq0 _ . .dq0 _ .
= dgs |, D = | g |, (4.26)
20s | 07
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where the matrix T is defined! by

1 L _1
2 2 2
To=5| 0 BV R (4.27)
RS S
V2 V2 V2
Its inverse is
1 0 %
T, l=| -3 -2 & (4.28)
_1 V3
2 2 NG

This is a particular case of a more general trans-
formation that will be discussed later.

Writing (4.16)-(4.19) in terms of the transformed
variables, we have

ANIP
v = R + (4.29)
. d)\qu
,vqu — ergqo + d—:f’ (430)
)‘qu — quoi(siqo + Lmigq(]’ (431)
N = (L 4 L) 4 i, (132

which is the same form, except with transformed
matrix:

L0 = T, LT, 1 = (4.33)
Lin+Lyi+ Lins 0 0
0 Lon+Lii+ L 0
0 0 Ly + L1 —2Lms
(4.34)

Tt is important to note that the power in terms of trans-
formed variables is not equal to the usual sum of the voltage
times current, but the expression must be multipled by a
factor of 3/2. Some authors select the scale factor so that
the transformation matrix is a unitary matrix (transpose
= inverse) which preserves the power expression. Although
we prefer this latter selection, we have stayed with the gen-
eral convention.



The above follows from the identity:

A -B -B
T,| -B A -B |T,'=
-B -B A
A+B 0 0
0 A+B 0
0 0 A-2B

For convenience, we define

Lls = Lll + Lms~

(4.35)

(4.36)

(4.37)

Note that the governing system of equations has

been transformed into decoupled equations:

d-equations

. d\
vgs = Rsigs + d;ls’
. d)\dr
0 =vgr = Rrigr + TR

)\ds = (Lm + Lls)ids + Lmidra
)\dr = (Lm + Lhr)idr + LmidSa

q-equations

. dA
Vgs = RquS + dtqs7
. dA
0= Vgr = Rr@q'r + qua

/\qs = (Lm + Lls)iqs + Lmiqra
)\qr = (Lm + Lhr)iqr + Lmiq&

0-equations

. d)\Os
— R 4A0s
Vos s20s T dt
. d\
0 = vor = Ryigr + 701”’

Aos = (Lm + Lis — 3Lms)i05 + Lo,

Aor = (L + Lpy)ior + Linios.
If the inputs are balanced:
Vas(t) = V, cos(wpt),

vys(t) = V, cos(wpt — 2m/3),

Ves(t) = V,, cos(wpt + 27/3),

(4.38)

(4.39)

(4.40)
(4.41)

(4.42)

(4.43)

(4.44)
(4.45)

(4.46)

(4.47)

(4.48)
(4.49)

(4.50)

iqs(t) = I, cos(wpt + 1),

ips(t) = I, cos(wpt — 2m/3 + 1), (4.51)
ies(t) = I, cos(wpt + 2m/3 + 1),

then, under transformation by T,, they become

vds(t) = Vo cos(wyt),

Vgs(t) = =V sin(wpt), (4.52)
Uos(t) = 0,
igs(t) = Io cos(wpt + 1),
igs(t) = —Iosin(wpt + 1), (4.53)
ips(t) = 0.

From (4.46)-(4.49), we see that the rotor variables
have zero values: vy, = 0 and ig, = 0. There-
fore, under balanced inputs, we may ignore these
variables and their corresponding equations.

Summarizing the advantages of the dq0 trans-
formation:

e The dq0 transformation diagonalizes the ma-
trix of mutual inductances between that stator
coils.

e The equations are decoupled into three inde-
pendent subsystems. Each subsystem corre-
sponds to a separate circuit. This simplifies
their implementation into a circuit simulation
program.

e Balanced 3-phase inputs are transformed to 2-
phase inputs.

e For balanced inputs, the number of state vari-
ables (and equations) are reduced from six to
four.

4.2.2 Equivalent Circuit for the Electri-
cal Motor System
The equations for the ds variables is
, d\
vgs = Rsigs + d:s’
. digs d(igs + iar)
— Ryigs + Lps Lom . (454
stds T 1L at + I (4.54)
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Each term in the RHS of this equation corresponds
to the voltage drop of the following components
connected in series: resistor Ry, inductor L;s, and
a mutual inductor L,, with total current igs + ig4,.
corresponding to connection with the subcircuit for
the dr variables with current ig4;.

A similar observation holds for the gs equation.

The equation for the dr variables is

. d)\dr
0= Ryigr + dt
. didr d(ids + idr)
= R,ig, + L Ly, .
tar + Ban g~ dt

(4.55)

Similar to the ds equation, this equation describes
an electrical subcircuit with the following compo-
nents connected in series: resistor R,., inductor L,
a mutual inductor L,, interacting with the subcir-
cuit for the ds variables. The same type of circuit
also applies to the gr equation.

Fig. 6 shows diagrams of the resulting equivalent
circuits.

4.2.3 Motor Torque Expression

In Appendix B, we derive the following expression
for the torque output:

m P .
T, = (5) <§> LI, 1, sind.

The magnitude of the rotor and gap currents are

(4.56)

defined as
I = /i3, + i, (4.57)
Iy = /i3, + 2, (4.58)

The “gap currents”, which pass through the induc-
tor L,,, are defined by?

(4.59)
(4.60)

idg = ids + id?‘a

lqg = Yqs T lgr-

2Note that our rotor currents ig., iqr have an opposite sign

to Miyairi and Kataoka’s definition. In their notation the
gap currents are differences between the stator and rotor
currents instead of our sums.
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Also in the Appendix, we show that an equiva-
lent expression (when m = 3) for the torque out-
put, in terms of the flux linkages and currents, is

)(5) s

This expression is not as well-behaved numerically
because it relies on the cancellation of the phases
of two cross-correlations, which may, in some cases,
be large, but their difference may be small.

3

<_

e —

. (4.61)

4.2.4 Equation for the Rotor Speed

The equation of motion of the motor is found us-
ing the well-known formula for the conservation of
angular momentum:

o _

T. - Tp).
o ( )

(4.62)
where w is the mechanical angular velocity of the
rotor. The moment of inertia J is the sum of the
moments of inertia of the external load and the
rotor. The external load torque 77, is a function of
the angular velocity w and includes any damping
terms, such as that due to bearing friction.

The electric angular velocity w, is related to the
mechanical angular velocity through

-(8)

In terms of the electric angular velocity, the equa-
tion of motion becomes:

(3

4.2.5 Equation for the Lag Angle

(4.63)

dw,
dt

= (T, — Ty). (4.64)

Recall that the lag angle is the angular difference
between the magnetic rotating field and the mag-
netized poles. When the magnitude of the lag angle
0 is within the range:

10] < dmaz, (4.65)



its time derivative is given by

(2) @-w

When the lag angle § determined by Eq. (4.66)
is outside its range, it must be reset to either 6,4,
or —dmaz, depending on the sign of 4.

The hysteresis resistance Rp, was seen to be pro-
portional to sind. With sufficient damping, the
equation of motion will automatically adjust § to
an equilibrium point so that the resulting resis-
tance Ry, gives the rotor currents such that the out-
put torque T, (which depends on Ry and, hence,
on ¢§) equals the load torque T7.

It can be shown that under steady conditions
the output torque is proportional to Rj. Increas-
ing 6 will lead to higher torque until the maxi-
mum torque is reached at d,,4,. There will be a §
such that the exerted torque equals the load as long
as the load does not exceed the maximum exerted
torque.

If rotor damping is insufficient, the lag angle §
will oscillate about the equilibrium point, giving
rise to the hunting phenomenon.

s

== (4.66)

Note that Ry, will become negative for negative §
and, therefore, behaves as a voltage source, which
corresponds to the hysteresis motor acting as a
generator. The negative torque generated acts to
restore the lag angle to a non-negative value. In
some cases, the angle may oscillate back and forth
between negative and positive values.

4.2.6 Analog Circuit for Equations of
Motion

Equation (4.63) for w, can be implemented using
and LC circuit (see Fig. 7). To solve (4.66), we can
use an inductor circuit with unit inductance con-
nected to a controlled-voltage source whose output
is equal to the RHS of the equation.

Another possibility for solving (4.66) is to use an
opamp integrator whose input is a voltage source
equal to the RHS of (4.66) and whose output is 0.
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To avoid accumulation errors, the opamp integra-
tor will have to be periodically restarted.

4.3 Equations in the Rotating
Frame

We now show how to transform the electrical sys-
tem equations to the frame of the stator field which
is rotating with electric angular speed wy, equal to
the angular frequency of the motor input.

4.3.1 Transformation to the Rotating
Frame

The general dq0 transformation to a frame rotating
with angle § = 0(t) is given by

cos cos(f — 3F) cos(f + )
Ty= 3 sind sin(0 — ) sin(@+2F) |, (4.67)
1 1 1
V2 V2 V2

The matrix T, for the stationary frame is a special
case with 0 = 0.
The inverse matrix is

cos 0 sin 0 %
Ty~'=|cos(d —F) sin(0—3) Z5|.(4.68)
cos(0 + &) sin(0 + ) %
Interestingly, Eq. (4.36) still holds. That is,
A —-B -B
To| -B A -B|T,'= (4.69)
-B -B A
A+B 0 0
0 A+ B 0 (4.70)
0 0 A—-2B

We now transform the abe variables to the rotat-
ing dq0 frame by
'vgqo = Tg'v?bc,

-dq0 -abc
110 = Tpid™,

vgqo = Tev;}bcu (

i = Tpig".

4.71)
(4.72)

3The angle 6 is an electric angle, not physical angle.



Written with these variables, Eqs. (4.16)-(4.19) be-
come

d
v¥0 = R 490 4 T%T;ug‘lo, (4.73)
d
v = Ry 4 Ty Ty LA, (4.74)
A0 = 1104040 4 1,090, (4.75)
X = (Liy + Lin)iy® + Lng®, - (4.76)
where L% is still given by (4.34).
It can be shown that?

p 0 —df/dt 0
T%Tgl = | db/dt 0 0 (4.77)

0 0 0

Since the frame is rotating with the stator field,
we have that

0= wbt. (4.78)
Thus,
d 0 —Wp 0
T%T;1 =lw 0 0 (4.79)
0 0 o0

Consequently, the equations may be written as
d-equations

)\ds

vas = Rsids + —= — WpAgs, (4.80)
. dA
0= Vdr = Rﬂdr + Wdr — wb)\qT, (4.81)
Ads = (L + Lis)ias + Lmiar, (4.82)
Adr = (L + Ly )idr + Lmias, (4.83)
q-equations
. dA
Vgs = Ryigs + qu + wWpAds, (4.84)
dAg
O = Uqr = erqr + W —|— wadT‘u (485)
)‘qs = (Lm + Lls)iqs + Lmiqr, (486)
)‘qr = (Lm + Lhr)iqr + Lmiqs, (487)

4This and other complicated matrix identities in this report
were checked using the symbolic mathematics computer
program called Maxima, which is an open source descen-
dant of the well-established DOE Macsyma program.
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0-equations

d)\Os
s = s- s ) 4.
vos = Raios + (4.88)
dMor
0 = vor = Ryigr + d—?, (4.89)
)\Os = (Lm + Lls - 3Lms)i03 + LmiOTa (4'90)
Aor = (Lm + Lhr)iOT + Lputos- (491)

If the inputs are balanced, then the stator inputs
given by (4.50) and (4.51) become

=0,
=0,

(4.92)
(4.93)

vgs = Vo, cos i,

tgs = I, cos 1o,

Ugs vos = 0,

lgs i0s = 0.
To summarize, upon transforming to a frame ro-
tating with the stator field, we have that

e The mutual inductance matrix is diagonalized
as before.

e But, there are intercoupling terms between the
d and g equations: —wpAgs and wpAgs in the
stator equations and —wpAg and wpAg, in the
rotor equations.

e Balanced inputs are transformed to D.C. volt-
ages and currents, making analysis and digital
simulation easier.

e Under balanced inputs, the number of state
variables is, again, reduced from six to four.

e Implementation into a circuit simulation pro-
gram is cumbersome because the entries in the
transformation matrix Ty, which are needed to
transform variables back and forth, are sinu-
soidal functions of time.

4.3.2 Equivalent Circuits for the Rotat-
ing Frame

By examining the equations, we find that the
equivalent circuits are the same as that for the sta-
tionary frame, except with the addition of voltage
sources —wpAgs and —wpAgr to the s and 7 loops,
respectively, in the d circuit, and the addition of
voltage sources wpAgs and wpAg,. to the s and r
loops, respectively, in the ¢ circuit.



4.3.3 Output Torque for the Rotating
Frame

In Appendix B, we show that the output torque is
given by

m P .
T, = (5) <§> LI, I, sin g, (4.94)

which is the same form as for the stationary frame.
The rotor and gap currents (in the rotating frame)

are defined as
I, = \/Ji3, +i2,, (4.95)
Iy = \[ig, + 2y, (4.96)

idg = i4s + tar, (497)
iqg = lgs + lgr- (4.98)

In the Appendix we also show that the torque
output for three phase input is also given by

7.~ (3) (3) O = i) (499

As mentioned before, this expression is not well-
behaved numerically because it relies on the cancel-
lation between two cross-correlations as the other
formula does not.

4.3.4 Equations of Mechanical Motion

The equations of mechanical motion for w, and ¢
are the same as for the stationary frame.
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Chapter 5

Preliminary Simulations

We perfomed digital simulations, solving the
equations (4.80) - (4.87) in the rotating frame with
the balanced voltage input in the form of (4.92).
An ordinary differential equation solver RK45 writ-
ten by H. A. Watt and L. F. Shampine was used for
the solution. It implements the Fehlberg-Runge-
Kutta method, which has automatic time stepping.

The motor parameters used in the simulations
are given in Table 5.1. The load torque used is

T, = A+ Bw|w], (5.1)

where
A =5.66 x 10"*N-m, (5.2)
B =9.45 x 10~ 'N-m-s>. (5.3)

Fig. 10 shows the simulation neglecting the ef-
fect of eddy currents (R, = oo) when the motor
starts from zero velocity. Note the constant out-
put torque T until synchronous speed is reached.
The lag angle § maintains its maximum value 6,4z
during the startup period. The stator input cur-
rent I, as well as the apparent rotor current I, is
also constant during this time period.

After the motor reaches synchronous speed, os-
cillations are seen to occur in the torque, lag angle,
and current. There are also oscillations in the mo-
tor speed w about the synchronous speed, although
it is only barely visible due to the vertical scale of
the graph.

Fig. 11 shows the simulation with eddy currents,
where we have set R, = 1 2. The torque during
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Table 5.1: Disk Motor Parameters

P 2

m 3

wp 60x27 (rad/s)
5ma:c 40°

tr 0.003 m

To 0.15 m

T 0.07 m

l 0.08 m

Ly 0.001 m

K, |08

Ny | 200

J 0.10 (kg-m?)
R, 1.0 ©

Ry 2.0 2

Lis; |0.01H

Vo 0V

w 0.001 N/A?

startup is about 25% higher due to the motor act-
ing partly as an induction motor. The stator and
rotor currents are also higher by that amount. Syn-
chronous speed is reached about 50 s faster than
in the no-eddy current case. As the synchronous
speed is reached, eddy currents become less of a
factor. The inclusion of eddy currents appears to
increase damping. The actual magnitude of the
eddy currents depends on R., which we have cho-
sen arbitrarily.



Chapter 6

Dynamic Equations
Equivalent Circuit

The dynamic hysteresis motor equations (2.10)
through (2.30) provide a connection with previous
discussions of hysteresis motors (Rahman (1971),
Badeeb (2005), and Darabi, et al. (2008)). The
equations illustrate the importance of including a
dynamical equation for lag angle § and of including
the variation of R, and Ly, with ¢, effects that ap-
pear not to be included in the references but which
are essential to (among other things) maintaining
non-zero torque at synchronism.

An alternative and much simpler set of equations
comes from the equivalent circuit of Fig. 6, using
the complex impedances

Z, = jwpLy, , (6.1)
Z. =R, + jwyLp, , (6.2
Z; = R, + jwpyLys (6.3)
and total circuit impedance
Z=17 ! (6.4)

Tz, 11z,

The complex input voltage V = wvgs + jugs =
|V |e?“»t produces the current

I,=V/Z (6.5)
with components through the two parallel branches
of

Ig = (V - ZsIs)/Zg

through L, (6.6)

Directly from the
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and

I, =(V-2.1,)/Z, through R, and Ly, ; (6.7)
this I,. flows in the direction opposite to the 74 and
tqr shown in Fig. 6.

The torque is the same as previously, using the
magnitudes |L.| and |Iy|:

3\ (P .
T. = <§) <§> L |1 |[I4]sind .

The only differential equations then to solve are
(2.29) for w, and (2.30) for d; 0 determines R, and
Ly, above.

Numerical simulation of these equations gives
the same results as the more complicated set pre-
viously developed (Fig. 12), but with better stabil-
ity properties for zero load torque after synchro-
nism (specifically, for R, < 0, which occurs when
sind < 0), as shown in Fig. 13.

The equations above explicitly enforce the phase
and amplitude relations between I, and I, implied
by the circuit of Fig. 6, whereas Egs. (2.10) through
(2.30) do not.

(6.8)



Chapter 7

Hysteresis Loops and ¢

Eq. (2.30) for ¢ implicitly assumes that when
—Omaz < 0 < Omaz, the lag angle (§) behaves as a
fixed point on the rotor and moves with the rotor.
In reality, ¢ is determined by the behavior of the
rotor material hysteresis loop when the dH/dt in
the material changes sign while |H| < |Hpaz|, as
happens at point 1 in Fig. 2.

We use the hysteresis model of Potter and
Schmulian (1971), for which the magnetization M
as a function of H is parameterized by «, with

M(H;a) = M, {sgna—a [1 —|—tanh<
H,

where sgna = 1 if « > 0 and —1 if a < 0, H. is
the coercivity, My is the saturation magnetization,
S = M, /M, is the “squareness parameter”, and
M, is the remanent magnetization. The parameter
« can take on values between -1 and 1, and sets the
size of the hysteresis loop.

If, at a value H,,, H reverses its direction of
change before the extrema of the hysteresis loop
(remagnetization), the material appears on a new
magnetization curve M (H; ') , with

H.— Hsgna

teresis loops at intermediate values of § are shown
in Fig. 16. The difference between the two outer
loops (delta = £0.32) in the figure is the direc-
tion of hysteresis loop traversal. We note that a
simple straight-line approximation for ¢ in Fig. 15
would put a factor of 0.2 in front of the r.h.s. of
(2.30). The only significant effect of that factor on
the previous simulations is to lengthen the period
of “hunting” that appears after synchronism.

a5 ) ||

o — _2sgna — ofl + tanh[(1 — Hysgna/H.) tanh~! S}

1+ tanh[(1 + H,, sgna/H,)tanh~! S|
(7.2)
For 36% cobalt steel, My = 163 T, B, =
0.975 T, and H. = 1.909 x 10* A/m. For a peak H
of 5x 10* A/m, the hysteresis curve looks as shown
in Fig. 14, and the behavior of § as the rotor passes
through synchronism is shown in Fig. 15. The hys-
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List of Important Symbols (in SI Units)

Qﬁ’ﬁ SQNN%. .

o 33
S &

N

NS~ W e

ainlly
3% T e

SRR

w

SRR

current (A)

V-1

axial length or thickness of rotor (m)
air gap thickness (m)

no. of electrical phases in the input
no. of pole pairs (= P/2)

mean radius of air gap region for cylindrical
motors (m)

inner rotor ring radius (m)

outer rotor ring radius (m)

time (s)

disk thickness (m)

voltage (V)

magnetic field (T=V-s/m?)
magnetizing field (A/m)

current magnitude (A)

moment of inertia of rotor plus load (kg-m?)
winding coefficient

apparent hysteresis inductance (H)
stator leakage inductance (H)
apparent air gap inductance (H)
winding number

no. of poles

apparent eddy resistance (2)
apparent rotor resistance (£2)

stator resistance (£2)

motor torque output (N-m)

load torque (N-m)

voltage magnitude (V)

volume of rotor (m?)

lag angle between poles and rotating field

(rad)
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Ko

Wh

flux linkage (V-s)
permeability (H/m=N/A?)
permeability of free space, 47 x 1077 (H/m)

actual rotor (mechanical) angular speed
(rad/s)
base angular frequency of electrical input
(rad/s)
rotor electrical angular speed, = (P/2)w
(rad/s)
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Figure 1: A family of B-H hysteresis loops for grain-oriented electrical steel. Bpg is called the rem-
anance and H¢ is the coercivity. Traversal direction during a complete cycle is counterclockwise (from
Wikipedia).

Figure 2: Traversal on the magnetic hysteresis curve.
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Figure 3: Cross-sectional view of a cylindrical hysteresis motor.
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‘ support
|
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stator coil

Figure 4: Cross-sectional view of disk hysteresis motor.
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Figure 5: Rotor and stator core assembly for a disk hysteresis motor (from Darabi et al., 2007a).

Figure 6: Equivalent circuits for the electrical system of a hysteresis motor in dq0 coordinates for the
stationary frame
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Figure 7: Analog circuit representing the mechanical motor in purely nominally synchronous mode

29



Mechanical Motor
Equivalent Circuit

rotor speed @,

V-buffers d-g-0 transformation lds’lqsvldr’lqr ‘ equiv. current
A\
a Vds
Vb Vi Electrical Motor
T v Equivalent Circuit
Ve 0s in d-q-0 space
uds= I.slds uqs=r slqs
V-buffer V-buffer
u
Vo La a I
. uds
3-phase vy 1 Uy, T
Inverter
ME ke U, uq_S
V-to-1 d-g-0 inverse
converters transformation

Figure 8: Diagram of the system model components
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Figure 9: Moving between elliptical curves, ¢’ < 6.
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Figure 10: Simulation neglecting eddy currents: (a) mechanical angular speed, (b) lag angle, (¢) output
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Figure 12: Simulation with non-zero load torque

circuit equations (right).
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Figure 13: Simulation with no load torque of the full set of equations (left) and the equivalent

equations (right).
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Figure 14: The hysteresis loop, sampled at 11 points.
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Figure 15: The behavior of the lag angle § vs rotor angle 6 as rotor synchronism is reached and exceeded.
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Figure 16: Hysteresis loops at several values of ¢, shrinking (left) and re-expanding (right).
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Figure 17: Motor geometry discussed in Miyairi and Kataoka (1965). Eq. (A.1) is developed from
integrating H around the dotted loop.
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Appendix A

Detailed Derivation
Papers

Some of the key papers in the modeling of
hysteresis motors are the papers by Miyairi and
Kataoka (1965) and Miyairi and Kataoka (1966).
Many of the subsequent papers refer to their re-
sults. However, a detailed mathematical derivation
of their equations is not present. Here, we attempt
to remedy the situation. The reader should refer
to the papers for the necessary conceptual back-
ground information. The motivation and objective
of this effort is to (1) check the results, (2) un-
derstand the assumptions and limitations, and (3)
see if we can extend the work to our needs in any
future work, for example, to non-balanced sources.

We have tried to use the same notation as these

papers, except for the following differences. We use
1. ¢ for the lag angle instead of p,

2. 7, g4 instead of R,, R, for radii,

¢, instead of ¢ for the air gap width,

-~ W

o instead of k for the conductivity,
, instead of ¢, for the phase shift,

wp instead of w for the input angular fre-
quency,

W instead of Z for the winding factor,

N, instead of W for the number of windings.

of Results in Key
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A.1 Paper by and

Kataoka, 1965

Miyairi

A.1.1 Derivation of Apparent Currents

The governing partial differential equations for the
B and H fields within the rotor material, as derived
by Miyairi and Kataoka, are

(A1)

(from Ampere’s law, with F' the magnetomotive
force [current] in a small loop enclosing the rotor
material, the air gap, and a small angular section
of the stator current; see Fig. 17) and

pt. OB

Tq oy’

(from the divergence equation).
gap, we have

g (A.2)

Within the air

B, = poH, . (A.3)

The variable v is the electric angle coordinate in
the stator frame.

The B and H field at any particular location in
the rotor are assumed to lie on an ellipse of the
form:

B = B, cos b,

H = (B, /) cos(6 + 6),

(A.4)
(A.5)



where 6 is a parametric variable.
The B-field solution is approximated as a sinu-
soid of the form:
B = By, cos(wpt — 10 — o). (A.6)
where ¢, is a phase shift. From (A.5), and setting
0= wbt - 1/}, (A?)

the corresponding expression for the H-field is

H = (Bp/ 1) cos(wpt — 19 — o — 6). (A.8)
Substituting (A.6) into (A.2), we have
Dty .
By = —— B, sin(wpt — ¥ — o). (A.9)

Tg
Substituting this result and (A.8) into (A.1), we
have

B lgpty
 =2miellir cos(wpt — 1 — ¥o)
HoT'g
By
+ cos(wpt — 1 — @ + 9). (A.10)

pp

The conductor density for the k-th phase stator
winding is assumed to be of the form

W®E = W cos(v) — ), (A.11)
where
Y = (k—1)27/m, (A.12)
w = 2wl (A.13)
pT

The balanced current in the k-th phase windings
is:

I%) = T cos(wpt — 1hy,). (A.14)

From Appendix C, the resulting magnetomotive
force is

F= Zj(k)w(k)

Z IW cos(wpt — 1) cos(vp — )

k=1

%IW cos(wpt — ). (A.15)
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Eq. (A.10) becomes

%IW cos(wpt — )
B, lypt,

HoTg
B,y

cos(wpt — 1 — o)+

cos(wpt — P+ — o). (A.16)
Multiplying both sides by j and replacing ¥ by
© 4+ m/2 in the above equation, we have

j%IW sin(wpt — 1)

B, L,pt
=T sin(wpt — 1 — o)+
HoTg
By .
J o sin(wpt — ¥ +6 — o). (A.17)

Adding both sides of this equation to (A.16), we
have

Tjwej(%t—lﬁ) —
2

(

Thus, solving for B,,, we have

t,  rpeld
/<:pr A ) (A.19)
oTg

Since By, is a real number, we must have
ree J J

wfo (22

The above equation must be satisfied by ¢,. The
equation can be shown to be rewritten as

Lypt
tan p, = ﬁsin(S/ (ﬂ
bu HoTg

which clearly has a solution for ¢,.
depends on ¢.

Thus, we have shown that the fields (A.6) and
(A.8) satisfy the partial differential equations (A.1)
and (A.2).

rrejé

bu

laptr |
HoTg

>Bmej(Wbt—¢—¢o). (A.18)

IW
B, =2

loptr |
HoT'g

(A.20)

I cos 5) , (A.21)
pu

_l’_

Note that ¢,



It will now be convenient to work in the complex
domain. The complex field

B = B¢l @ht=¥=¢o) (A.22)
gives (A.6) by taking the real part:
B = ReB = By, cos(wyt — 1 — ©,). (A.23)

From (A.14), the complex current through the
k-th phase stator windings is

JW) = Jei(@rt—i) (A.24)
where, as before, I is a real number. Splitting up
both sides up of (A.18) into the individual time-
varying components of e (“’bt*w’v), we can write

i) — j09 4 ), (A.25)
where
i* = mngftrW B eirt—ti-v0) (A 26)
oTyg
and
6
i = 72?“r€;v3mea'<wbtfwm>. (A.27)
mpp

The fék) is the component of the stator current
that induces the magnetic field in the air gap. Sim-
ilarly, the L(,k) is the component of the stator cur-
rent that induces the magnetic field within the ro-

tor material.

A.1.2 EMF Derivation

The EMF induced into the k-th phase stator wind-
ing by the gap field By is is found from application
of the Lorentz law:

2pm |
_/ B,
0

Note that fluxes emanate from the magnetized
poles on the rotor, and that the poles rotate at
the angular speed wy, of the stator field. Thus, the

wylry

& = W cos(v — vp) dip.  (A.28)
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flux lines with intensity B, are cutting, at a right
angle, individual stator conductors of length ¢ at
velocity wyrg/p.

From (A.9), we have

B, — jPirBm v,
g Tg

(A.29)

Therefore,

2p
_ / "t B j(wnt—v—p0)
0 Tg

Ex

wylry

W cos(y — 1bg) dyp
— Jwpty By AW -

2pm
</ eJ (Wot—=1r—¢po) dip
0
0

2pm
_|_/ ej(wbt—Q k—%o) d¢>

— jrpwyt W Bel @ht=ve—@o)

N =

(A.30)

A.1.3 Impedances

From (A.26) and (A.30), the apparent impedance
for the air gap is

&
i
JuwpTt AW p

Zy

B 20 gpt, /mpporg W
,wbﬂﬂrgWQm,uo
20,

2wplrg K2 N2myps,

g (A.31)

This corresponds to an inductance:

201y K2 N2myu,
Ly, = .

St (A.32)

From (A.27) and (A.30), the apparent



impedance in the rotor material is

° —ék
Z = 5N
_ Jwpmt W
©2r,.e9% fmpuW
B wpmt AW 2pPmyp
- 2r,.eJd
2 AT2
_ Rt Ry Noympt s (A.33)
oy
This corresponds to a resistance:
2wt L K2 N?
R, = 2 w5 (A.34)
ryT
and inductance:
2t, (K2 N2
Ly, = ik T T PO 0, (A.35)
ryT

that are connected in series. Note that the resis-
tance increases with frequency.

From Eq. (A.25), note that the impedances
correspond to an equivalent circuit with parallel
impedances ZDg and Z,.

A.2 Paper by
Kataoka, 1966

Miyairi and

This paper extended their previous work by includ-
ing the effect of eddy currents in the rotor for the
case of a circumferential-flux motor.

A.2.1 Magnetic Field Solution

In what follows the B and H field will be complex,
unless otherwise noted. Neglecting edge effects, we
only consider the field dependence in the angular
and radial coordinate directions. The B-field is
assumed to be of the form:

B(xz,y,t) = R(r)el wst=vr=¢o) (A.36)

where

s = (wp — wr)/wp (A.37)
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is the slip, and 1), is the electric angular coordinate.
From the elliptical hysteresis curve assumption, we
have from (A.5) that
1 .
H(z,y,t) = R(r) =l 5«st=vrto=eo) - (A 38)
1
The relationship between the two fields may be
written as

B = /H, (A.39)

where we define the complex magnetic permeabil-
ity by

i = pe . (A.40)
Maxwell’s Equations are
0B
E=— A4l
oD

H=1-— A.42

V.-D =p, (A.43)

V-B=0. (A.44)

The constituitive relation

I=0E. (A.45)

is needed to close the equations.

In the rotor material, we assume (1) no charges,
(2) no dielectric properties, and (3) neglect dis-
placement currents. Then, p = 0 and D = ¢,E.
Egs. (A.42) and (A.43) reduce to

VxH=I, (A.46)
V-E=0. (A.47)

From (A.39) and (A.44), we have
V.-H=0. (A.48)

Taking the curl of (A.42) and using the general
vector identity:

VxVxF=V(V-F) -V, (A.49)
we have
~V*H=V x1
=0V x E. (A.50)



From (A.41) we have

0B
‘H=0—. A51
\Y T (A.51)
From (A.39) we have
0B
°B = jio—. A52
\% fro— (A.52)

We will assume that the radius of the rotor is suf-
ficiently large that its shape can be approximated
as a periodic rectangular region. Consequently, we
use the coordinate transformation

Wy = wx/T, (A.53)

where z is the rectilinear coordinate and 7 is the
pole pitch:

T =7rs/p, (A.54)

with 7 denoting the stator radius at the air gap.
The coordinate y will be associated with the ra-
dial direction r, and z will be the coordinate in the
axial direction.
The required boundary conditions on the B-field
are

(Bz)z=0 = (Bz)z=2r, (A.55)
(By)yzo =0, (A.56)

B m 3 —TT/T—Po
(By)y=t, = —\;5 e (swyt=ma/T=po), (A7)

where
Neglecting edge effects, for all z, we have

B, =0. (A.58)

We assume a solution of the form:
B(x,y,t) = Y (y)el 7m0 (A59)

which meets the z-periodic boundary condition
(A.55). Substituting into (A.52), we have

’Y T 2
2) Y = juoswY. A.
3y (T) J o swy (A.60)
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Or,
0’°Y

dy
Define

\/ ™2 ..
c=1, (—) + Jpuoswy
T

™2 .
= tr\/<;) + j(cos § — jsind)oswyp

N 2
ty ((—) —I—Uswbusin(5> + joswpp cosd.
T

7 2
[(—) —I—jﬁaswb} Y =0.

T

(A.61)

(A.62)
Then,
0*Y c\?
——|—] Y=0. A.63
dy? <tr> ( )
From the boundary conditions we have
By, sinh -
y, = Bom sinh(ey/t,) (A.64)
V2 sinh(c)
From (A.44), we have
0B, 0B,
— =0 A.65
which from the form of our solution implies
Jm oY,
——Y,+—-—=>=0. A.66
T * oy ( )
Thus,
T 0Y,
Y, = —j——=2 A.67
—y (A.67)
__.Bgm 7 c cosh(cy/tr) (A.68)

ATt

Summarizing, the magnetic field components are

sinh(c)

B. = _j Bgm ZE COSh(cy/tT) ej(swbtffrx/ffgoo)
* V2 mt, sinh(c) ’
(A.69)
and
By _ Bgm Sinh(cy/tT) ej(swbt—mr/T—apo). (A?O)

V2  sinh(c)



Expressions for ¢

We now derive some expressions for ¢ that we need
to use later. We define the quantities:

a=Re(c), [=Im(c), (A.71)

so that

c=a+jp (A.72)

Given any complex u + jv, it can be shown that
- 1 , 1
Vu+tuvj = \/§(r+u) + jsgn(v) - \li(r—u),
(A.73)

where r = Vu? + v2. Thus, from (A.62), we have

a=y/30+) (AT
B = sgn(scosd) %(7 -n), (A.75)

where we define the following:

= tz\/<ﬁ)4 +2 <E>2 oswypsind + (oswpp)?,
T ! (A.76)

2
t2. (E) + oswppsind| . (A.T7)
T

From the above, note that the following identity
holds:

o — 32 =n. (A.78)
Thus,
2 2 2
o+ 3% = —n+2a°, (A.79)
and
o + 5% =n+23% (A.80)

Another expression, resulting directly from

(A.74) and (A.75), is

2a = sgn(scosd)\/v2 —n?

= 205wyt COS J. (A.81)
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A.2.2 Equivalent Circuit

The stator has m pairs of input leads where m is
the number of phases. The stator consists of p
pole pairs. There are 2p stator coils (one for each
pole) with each coil connected to a single particular
phase. The particular phases of a coil alternate in
consecutive order as we go around the stator.

We wish to find an equivalent circuit that will
duplicate the current-voltage relationship as seen
by the input to the windings of each phase. The
equivalent circuit must include stator coils and
the electromagnetic interaction of the rotor with
the stator coils; in particular, the back-EMF' from
the rotor magnetic field. In this section, we first
neglect mutual inductance between stator coils.
This effect can be added to the equivalent circuit
through additional inductances, as shown in the
main text of this report.

As is commonly done, the stator is assumed to
have symmetrical perfect m-phase windings with
conductor density (no. of conductors/radian) for
the k-th phase given by

Wiy = W cos(mz' /T — 4y.),
k=1,2,...,m.

(A.82)
(A.83)

Here, W is the maximum conductor density given
by

W = 2K, N, /pr, (A.84)

where N,, is the number of stator coil windings per
phase and K, is the winding coefficient (0 < K,, <
1). The phase shift ¢ is defined as

_ (k=1)2r

- i

m

(o E=1,.. (A.85)

, M.
By using Ampere’s circuit law, from Miyairi and

Kataoka (1966) we obtain the equation relating the
air gap field and rotor edge field:

T

+ ; (Hx)y:t'r .

Tty 0H,

F—
T Oz

(A.86)

Here, ¢, is the air gap thickness, and F' is the mag-
netomotive force produced by the stator field. The



gap field H, is given by

H, = (By)y:tr [ to-

And within the rotor, at the air gap interface, we
have

(A.87)

(Hy)i=t, = (B )i=t,/fi. (A.88)
Thus, (A.86) becomes
(4 8(3 ) —t T
F = =9 YIy=tr o Bx . A
P mz( Jy=t,-  (A.89)
Assuming that
T®) = edlwt=ti) (A.90)

where I is real, we show in Appendix C that the
complex magnetomotive force can be written as

F= %IWej(Wbt—”’/T), (A.91)

where 2’ is the variable corresponding to z in the
stationary stator frame.
Substituting (A.69), (A.70), (A.91) into (A.86),

we have

m W el (wet—m2"/7) _
2

gngm ej(swbtffrx/ffgoo)
Ho\/i
T2 Bymc »
+ ——9"7 coth(c)ed (wpt=mE/T=00) (A.92
T coth(o) (A.92)
From
=z —-witr/mr=z—(1—-s)wtr/m, (A.93)

we have that

swpt — /T = swyt — wx'T/pi + (1 — s)wpt
= wyt — w7 /7. (A.94)
Therefore, (A.92) becomes

_j%eﬂ'(wbt*ﬂx'/fﬂoo)

m ; /
Wi wst=ma /)
2 [oV/2

j T2Bng
T2t \/2

coth(c)e? @pt=m/7=%0) (A.95)
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Solving for I, we have

(EQBgm
[oV/2

Qe_jlpo

TQBng
J mW

w2t /2

I=- coth(c)) .

(A.96)

The phase shift ¢, is selected such that the imag-
inary part of the above expression is zero so that
the expression will be a real number.

Multiplying both sides of this equation by
el (@sl=¥r) we have

Jed Wet=t) _ji (%eﬂ'(wbtwk%)
mW A\ o2
2
T oBng Coth(c)ej(wbtwksoo)> .
T2 fit, /2
(A.97)
Thus, we have
10 =10 4 1®), (A.98)
where
[0 = _j 2eBom_ ji—vi—eo)  (a 99)
g foemW~/2
and
2
I(k) = _jm Coth(c)ej(wbt_wk_L’DO).
" 2t mW /2
(A.100)
For phase k, the current Iék) may viewed as the
“air gap current” and Lgk) as the “rotor current”,

although the latter is not a true current in the rotor
but rather one component of the stator current.

Induced EMF through Coils of a Single
Phase

Let B, denote the corresponding component of the
B-field through this interface. We make the ap-
proximation that the flux lines between the rotor
and stator in the air gap are perpendicular to the
rotor and stator surfaces so that By is the equal to
By—,, but translated in the z direction because the



rotor is rotating relative to the stator. The coordi-
nate x’ on the stator is related to the x coordinate
on the rotor through

¥=z—wir/mr=x—(1-s)wtt/m. (A.101)
Thus, from (A.57), we have
(Bs)a:’ = (By):E:CCLHub(l*S)tT/ﬂ',y:tr
Bom j(wyt—ma /7)
= ——l\WtTTE/T) A.102
/3¢ (A.102)

From the Lorentz law, the electromotive force is

2T
ER) = _fu, / Bw®dp, (A.103)
0

where 6 is the physical angle around the rotor,
which is related to x’ by

0 = ma' /pr. (A.104)

From (A.102) and (A.83), we have

2T
Bom j(wst—na’ /7)

0o V2

- Weos(ma! /T — (k —1)27/m) <1d:1:'>
pT

_ bwy By mW

2pT
ejwbt/ e—jﬂ'(Dl/T
V2pr 0
. <lej7rx’/7'j(k1)27r/m
2

ER = _

+ %e—jﬂm’/T-f—j(k—l)Qﬂ'/m) dx,. (A105)
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By algebraic manipulation, we have

2pT
5(k) - — Mejwbt, <16—j(k—1)27r/m/ pdlj
\/§p7 2 0

L2
+§/ e~ 20T /T+](k1)27r/mdx/>
0

B gbingWejwbt, (pTe—j(k—l)%r/m

V2pT
+%eﬂ'(k*1)2ﬂ/m [6*23'#9:’/7] sz> dx’
—4aT) 0
- _ &"b\BfMewbt, (pTe—j(k—l)Qw/m
2pT
%ea’(k—n%/m W 0) da!
—4rj

_ gbingW ed(wpt—(k=1)2m/m)

¥ (A.106)

Apparent Impedances

The apparent impedance of the k-th phase circuit
is given by
_&gk)

(k)
VA O

(A.107)

The individual impedances of the gap and rotor
currents are

and

)

T
_ Am3at, W2m tanh(c)
= Jw

2712¢
20t K2 N2mtanh(c)
w )
b 2p2c

(A.109)



Real and Imaginary Parts of Z,

We now find expressions for the real and imaginary
parts of Z,.. We have

e~79 tanh(c)

Z, = pt& Y (A.110)
C
where
2 (t, K2 N2
p= T e, (A.111)
2p

We first derive some hyperbolic trignometric in-
dentities. From the identities:

sinh(c + ¢*) = sinh(c) cosh(c*) + cosh(c) sinh(c*),
sinh(c — ¢*) = sinh(c) cosh(c¢*) — cosh(c) sinh(c*),
we have that
sinh(c 4 ¢*) + sinh(c — ¢*) = 2sinh(c) cosh(c"),
which implies that
sinh(2a) + jsin(23) = 2sinh(c) cosh(c*)
= 2tanh(c) cosh(c) cosh(c*)
(A.112)
And from the identities:
cosh(c + ¢*) = sinh(c) sinh(c*) + cosh(c) cosh(c*),
cosh(c—c¢*) = —sinh(c¢) sinh(c*) + cosh(c) cosh(c*),
we have that
cosh(c + ¢*) + cosh(c — ¢*) = 2 cosh(c) cosh(c¥),

which implies that

cosh(2a) + cos(23) = 2 cosh(c) cosh(c*). (A.113)
Therefore, we have
inh(2 j sin(2
fanh(c) = SHREQ) £5@0)

cosh(2a) + cos(20)

Thus,
. 7]6
7z — Bie tanh(c)
c
. je %" tanh(c)
|cf?
(sind + jcosd)(a — j5)
= htanh
anh(c) o1 2
(tan 6 + j)(o — jbB)
= h
htanh(c) cos § T 1
(atand + B) + j(a — Btand)
= htanh(c) cosd oT 1
_ hcos(s(atané + B)2+j(2z — Btand)
o+ 3

sinh 2a + j sin 2

. A115
cosh 2o + cos 23 ( )
Hence,
h
Z, =
Re (a2 + 32)(cosh 2a + cos 23)
(arsinh 2a 4 Bsin 203) sin &
+ (Bsinh 20 — asin2f) cos | (A.116)
and
ImZ, = h

(a? + %)(cosh 2a + cos 23)

- | (—Bsinh 2ae + asin 2/3) sin &

+ (asinh 2a 4 Bsin 23) cos 5] . (A117)

A.2.3 Hysteresis Force Derivation

We now compute the force from hysteresis:

tr P27 H
mzm// @wﬁMx
0 .Jo Om

8ReHy> dedy,
ox

+ReB,

(A.118)

where p is the number of pole pairs.



We have the identity:

Re(a)Re(b) = i(a +a") (b + b

1

= Z(ab +a*b* +a*b+ab*) (A.119)
1

= §[Re(ab) + Re(a™b)]. (A.120)

Each term in the integral is of the form:

ReBuaP;exHu =Re(B,)Re (8;?)
:%Re <Bu%> +
%Re <B;a£“> : (A.121)
u=2z,vy.
From (A.39) we have
ReBua};efu :%Re <%8£u> +
%Re <%Z@£C"> : (A.122)

From (A.59), we have

H
ReBu%:
ox
2 .
Lo (Y . 207 2j(swpt—ma/m) ) |
2 ! T
1 Y2 —j
5Re <% : %) . (A.123)

Upon integrating w.r.t. x, we have that the first
term vanishes because

T 2T

2T
/ 62j(swbt—7r$/7—)dl, _
0

s

[ 62j(swbt—7ra:/7)]
0

_ T 2jswpt [6—47rj _ 1}

T
= Leisunt [cosdm — 1]

T
=0. (A.124)
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Therefore,
H,
ORe drdy

tr 2T

ReB,,

/0 /0 or
tr 1 Yu 2 s

/ “Re (Lﬂ) 27 dy
o 2 i T

tr
_ / |V, |*Re (—7j cos § + sin &) dy
K Jo
. tr
_ 7sind / 1Y, dy. (A.125)
I 0
From (A.67), we have that
Biw (7 \* |ef* | cosh(ey/t,)[?
Y,|? = 2 (| — r A.12
Yol 2 (mfr) | sinh(c)|? 6)
and, from (A.64), we have
B2, |sinh 2
|Yy‘2 — gam |Sln (Cy/tr)‘ (A127)

2 |sinh(c)|?

From the definition of hyperbolic functions, we
have that

| cosh ¢|? = cosh ¢ cosh ¢*

1 * *
= (e e +e)
:i(egw el Gy (0
1
1
eI | o-2Rer0))

(€2Re<<> 1 e2im(Q)

:% [cosh(2Re(¢)) + cos(2Im(¢))] . (A.128)

Similarly, we have

|sinh ¢|* = sinh ¢ sinh ¢*

]. * *
= (e —eT)(e —e™)
:i(em* T

1

4
_e2Im(o) 6—2Re<<>)

<62Re(o _ 2lm(

:% lcosh(2Re(C)) — cos(2m(C))]. (A.129)



Therefore, (A.126) and (A.127) become
BZ
‘Y$|2 == [

2
2, 2
2 () @
cosh(2ay/t,) + cos(20y/t,)
‘ cosh 2o — cos 23 ’

Bgm cosh(2ay/t,) — cos(20y/t,)
2 cosh 2ae — cos 203 ’

(A.130)

‘Yy‘Z =

(A.131)

am

We now integrate w.r.t. y, to give
tr ) B2
| wakay -
0

2
T 2 2
5 (W—t) (a” +37)
(tr/2a) sinh 20 + (t,/20) sin 23
. cosh 2ar — cos 23 '

(A.132)
From (A.79) and (A.80), we have
tr B2 7\ 2
Y Pdy = 2 (=) -
/0 Vel “dy 2t, (7r>
—1 + 2a)sinh 2a + (4 + 2/3) sin 23
o ) G ) . (A.133)

cosh 2a0 — cos 23

Performing some algebra, we have

/t’“ 1V 2dy = Bgm (z)Qn—ﬁsinhQa—l—asirﬂﬂ
0 2a0t, \mw cosh 2ac — cos 23
N Bgm <7)2 asinh 2a + (sin 23
t, \m cosh 2o — cos 23
B2 t 2
= 2gamﬁr [14— (%) aswb,usiné] .

—Bsinh 2a + asin 206
cosh 2a0 — cos 20

N Bgm <7)2 asinh 2a + (sin 23
t, \m cosh2a — cos23

(A.134)
And,

tr
/ |Yy‘2dy =
0

B2, (t,/2a)sinh 2o — (t,/203) sin 23
2 cosh 2a. — cos 23

B Bgmtr Bsinh 2ac — asin 23

20  cosh2a — cos 23

(A.135)
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The sum of the integrals is

tr
[P+ dy -

B2 t

gm-T

200

T\ 2 . .—[fsinh2a + asin 23
(—) O Swp L Sin &
T cosh 2a0 — cos 20
2 (T)2 asinh 2a 4+ Gsin 206
T cosh 2a0 — cos 23

am
From (A.81), we have

ty
t”‘ 2 2
/0 (Va2 + [V, 2) dy =

B2 t

gm®r

by

_l’_

(A.136)

(Z)Q (tan ) —(sinh 2a + acsin 26
T cosh 2a0 — cos 208
B3, /7\2 asinh2a + (sin 243
t, (;) cosh 2a0 — cos 208

7\2 [ (—=fsinh 2a + arsin 23) tan ¢

(;) [ cosh 2a0 — cos 23
asinh 2a 4 Gsin 20
cosh 2a — cos 23 } '

+
B2

—_gm

tr

(A.137)

Finally, from (A.125), we have

Fy

plB},,m*siné [(—Bsinh2a 4 asin23) tan §
Tty [ cosh 2a — cos 23
asinh 2a 4+ Gsin 206
cosh 2a — cos 23 } '

(A.138)

A.2.4 Eddy Current Derivation

From (A.42) we have that the induced eddy current
density I is given by

I=V xH. (A.139)
From (A.39) we have
1
I=-V xB. (A.140)
i

Because we neglected edge effects, we have that
B, = 0. Therefore,
I;B = 07

I, = 0. (A.141)



1
z = <
i}

And, the only non-zero component is in the z di-
0B, 0B,

—— — A.142

< ox ( )

rection:
dy ) '

Substituting the field solution (A.59), we have

1

Y,
Iz:T -
7}

s

((_jW/T)Yy > i (swpt—m/T—p0)
(A.143)
Substituting (A.64) and (A.68), we have that

I, ——Bam
© " iW/2sinh(c)
2

— T—; sinh(cy/tr)] el (swpt=mz/T=po)
T

(5

[(—ﬁr/ﬂj sinh(ey/t,)

T

_ By sinh(cy/t,)
f17/2 sinh(c)

7c?
2
iz

>6j(swbt7rx/7'<po)'
(A.144)
From (A.62) we have

Bgm Sinh(cy/t?“) T j(swpt—mx/T—p0)

— o swpe .
V2sinh(c) 7 ’

Iz:_j

(A.145)

Or, simply,

) (A.146)

A.2.5 Eddy Force Derivation

The vector force on a conductor with current I in
a magnetic field B is given by the cross-product:

F = Re(I) x Re(B). (A.147)

Therefore, the eddy force dFg in the z-direction
on an infinitesimal rotor volume element dxdydz is
given by

dFr = —Re(1,)Re(By)dzdydz. (A.148)
Substituting (A.146) gives
dFg = 25 (ReB,)dadydz. (A.149)
T
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From identity (A.120) we have

[Re(B}) + |By|?] dedydz. (A.150)

Upon integration w.r.t. x, the first term in the
RHS vanishes and the second term is independent
of x. Thus, the total eddy current force is

4 tr 2T
Fg :p// / dFgdxdydz
0o Jo Jo
tr
/ |By‘2dy
0
tr
/ |Yy‘2dy'
0

From (A.135) and (A.81), we have

plrloswy,
N T
Y/ 2

_ plteoswy

(A.151)

™

7 A% swy, B2ty Bsinh 200 — avsin 23
B 203  cosh2a —cos23
(A.152)

™

From (A.81), we have

Batr  Bsinh2a — asin23

t2oswppcosd  cosh2a — cos 23
_ p€T2B§m Gsinh2a — asin 20
 mtepcosd  cosh2a —cos2B

_pﬂTzaswb

Fg
Yis

(A.153)

Note: the above vanishes under no slip (s = 0), as
it should, because it can be seen that 8 = 0 when
s =0.

A.2.6 Derivation of Parallel Circuit
Hysteresis Components

The total power produced by hysteresis is

Py + Wy =mFE}/Ry | (A.154)
where F; is the electromotive force.
Eq. (26) of MKG66,
Wy = Pgs/(1—5s) , (A.155)
implies that
Py +Wg = Py /(1 —s). (A.156)



Eq. (23) of MKG66 is

_ B2 wy(1 — s)pr>Lsin

P
H 7T2tTILL S),
with
f(s) = [asin 23 — Bsinh 2a] tan §
8= cosh 2a¢ — cos 23
asin2a 4+ Bsinh 25
cosh 2a. — cos 23
Thus,
B2 wypr3lsind
Py + Wy = 2% bf (s).
T4l

Solving for Ry in (A.154), we have

mE?m2t,.u

Ry = B2 wypT3 f(s)lsind’

Eq. (20) of MKG66 is

o 7TE1
gm V2w Ky Nyl '
Thus,
K2N2uV,
Wy LS 1, Ny UV
Rp=— 5 5
p?72f(s)sind

where the annular ring volume is
V. = 2ptt, L.
Eddy Current Components
Total power from eddy current:
Pg +Wg =mE}/(Rg/s).
Eq. (32) of MKG66 is
Wg = Pgs/(1 —s),
so that

P +Wg :PE/(l—S)

(A.157)

(A.158)

(A.159)

(A.160)

(A.161)

(A.162)

(A.163)

(A.164)

(A.165)

(A.166)
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Eq. (29) of MKG66 is

_ B3, wys(1 — s)prolt,o
B 272

9(s),

(s) = B sinh 2 — acsin 26
9= af(cosh 2a — cos 23)

Solving for Rp from (A.164),

QWQmE%

- B2witiptlog(s)

REg

(A.167)

(A.168)

(A.169)

Substituting for Bg,, from (A.161), we have

Ry — 4meUNEU€'
prtrog(s)

(A.170)



Appendix B

Appendix: Expressions for Torque

B.1 In the Stationary Frame

In keeping with the notation in Miyairi and
Kataoka (1965), we define the “gap currents”,
which are the currents passing through the induc-
tor L,y,, by"

Z.dg = igs + Z.dra (Bl)

igg = igs + igr- (B.2)

For balanced input, in the stationary frame, we
have
iqs = I cos(wpt),
igs = —Issin(wpt).

By examining the relevant phase shifts in (A.26)
and (A.27) with respect to the input, we have

dg = Ig cos(wpt + ¢,), (B.3)
igr = I cos(wpt +  + @o), (B.4)
igg = —Igsin(wpt + o), (B.5)
igr = —1Ipsin(wpt + 0 + o). (B.6)

(B.7)

B.1.1 Torque in Terms of Currents

Miyairi and Kataoka (1965) show that the torque
output of the motor is

pV,. B2,

pViSu
2u ’

T —
N 2

sind =

(B.8)
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where p = P/2 is the number of pole pairs, and

2
™ sin

SH

(B.9)

is the area of the hysteresis ellipse, and the volume
of the ring is

V. = 2w, t,L. (B.10)
From (A.26) and (A.27) we have
B Lop?t,m
[, = —2mzgl B.11
g MptoT g Ky Ny ( )
B, r.m
I, = ———. B.12
" MKy, Ny ( )
And, from (A.31), we have
2r,K2N2mpu
Ly =L,="%1v "2 B.13
m g p27r€g ( )
Therefore,
2mlt,r. B B2
Lo, I, = 22 B VoD, (B.14)
mp mpu
From (B.8), we have
m .
T, = EmeIgIr sin d. (B.15)

The currents I, and I, are found from Egs. (B.3)-
(B.6), which give

I =\[i3 +i2,, (B.16)
Iy = /i3, + 2 (B.17)



B.1.2 Torque in Terms of Flux and Cur-
rents

From (4.41) and (4.45), the flux linkages are

)\dr (Lhr + Lm)idr + LmidSa
Agr = (Liy + Lin)igr + Linigs.

The torque “cross term” expression can be seen
to equal

()\qridr - )\driqr) = Lm(iqsidr - idsiqr)
= Lm(iqg - iqr)idr - Lm(idg - idr)iqr

= Ly (iggtdr — tdgiqr)- (B.20)

We, then, have

me(iqgidr - idgiqr) —

PLy 11 | — sin(wpt + o) cos(wpt + 0 + @,)

+ cos(wpt + o) sin(wpt + 0 + ©,)
= pLy Iyl sin((wpt + 6 + @o) — (wpt + o))
= pLunI, 1, sind. (B.21)

From (B.15), we have the expression for the
torque

m

T, = Eme(iqgidr — idgiqr)- (B.22)
Hence, from (B.20), we have
m . .
Te = =p(Agridar — Aarigr)- (B.23)

2

B.2 In the Rotating Frame

In the frame rotating with the stator field, for a
balanced 3-phase input, the input current is

idgs = 1o c08(0), igs = —Iosin(epo). (B.24)

ol

By examining the relevant phase shifts in (A.26)
and (A.27) with respect to the input, we have

idg = Ig cos(po),
igr = I cos(0 + ¢,),
igg = —Igsin(p,),
iqr = —1Isin(0 + o).
(B.25)

By duplicating steps in the derivations for the
stationary frame, we obtain the same form of the
expressions:

T, = %meIgIT sin 6, (B.26)

and

m . .
T, = Ep()\qﬂdr — Ndrigr)- (B.27)



Appendix C

Appendix: Derivation of Magnetomotive
Force Expression

we have that the sum vanishes:
Assume complex currents in the stator of the

form: —27%k = . C.6
I0) = Jeiwt=vn), (C.1) ;e (65)
where [ is real. The resulting complex magneto- Thus
motive force is ’ o m ;
_m (wt—1p)
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k=1 . therefore,
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The sum that is in the RHS can be written as
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where '
a=e tmim (C.4)
Since
a™ = e 4 = cosdn + jsindw =1, (C.5)
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